
������ General ���	
 Principle Parameters

IMO�� IMO NO. : 9438456 � Loa : 59.20 m

���� Call Sign : BOPP5 �� Breath : 15.00 m

MMSI : 413279240 �� Depht : 5.50 m

��� Port :�� Xia Men ���� Summer Draft : 4.80 m

��� Flag :�� China � GT : 1332

� !" Built Year : 2008 #� NT : 399

$% Navigation :&'$% Unrestricted Area ()� Deadweight : 1478 T

�*+ Classification : CCS ,-./01 Deck Space : 390 m2

234� Notation
:★CSA, Tug, Fire Fighting Ship 1, ./(6 Deck Load : 5 T/m2

Water Spraying, A. H. ，★CSM

89;< Propulsion 89=> Performance

�? Main Engine

（YANMAR）
: 2 x 2500 BHP@720 rpm, BC$D Max. Speed : 13.5 kn@ 100% MCR

c/w Gearbox ;EFG Bollard Pull : 61 T @ 100% MCR

HIJ Propeller : 2 x 4 Blades, CPP, Ø2.8 m KL? Electric Power

M? S/G : 2 x Electro. Hyd. Sys �KL? Main Gen. : 2 x 280 kW@415V/3Ph/50Hz

NO8 B/T : 1 x 8.4 T, CPP, 500 kW PQKL? Emcy. Gen. : 1 x 52 kW@415V/3Ph/50Hz

RO8 S/T : 1 x 6.5 T, CPP, 445 kW STKL? Shaft Gen. : 2 x 1000 kW@415V/3Ph/50Hz

UVWX Life Saving Equipment YZ Accommodation

UV[ Lift rafts : 4 x 25 P \]^ / 1 Man Cabin×2 :2

UV_ Rescue boat : 1 x 6 P `]^ / 2 Men Cabin×5 :10

abc Scrambling net : 2 d sets e]^ / 4 Men Cabin×4 :16

Xf: ��UVWXghi4j SOLAS/LSA klm���no。

Remarks: Vessel’s Life Saving Equipment is in accordance with

SOLAS/LAS code & Flag State requirements.

qrY]s Total :28

Xf Remarks：�uvwxyz Fully Air-Conditioned

“ 5001”���� ���	

LianHeHaiGong5001

Towing&Anchor Handling &Fire Fighting  Ship


��� Application:

��{|} 5000~Gg��F�，$��&'$%，�n����FT��、�����、������m����/�P�。

“LianHeHaiGong 5001” is a 5000HP AHTS,unrestricted navigation area,used for towing,anchor handling,fire fighting and offshore

supporting/supply.



��������	
 F.F & SOPEP ��	
 Navigation & Communication

��	
�

FiFi Classification
: FFV1 GPS : 1, FURUNO, GP-150

����/FiFi Pump : 2 x 1500 m3/h @ 1.4Mpa DGPS : 2, Veripos, GDS-G1

����/FiFi Monitor

: 2 x��/Water monitor, 1200 m3/h
���（����）

Gyro Compass
: 2, Anschutz, C/W Auto Pilot

:1 x���/Foam monitor,60 m3/h ��� Magnetic Compass : 1, Daiko Keiki Seisakusho

� !"#

Oil Dispersant
: 2 x 6 m $%/Spray &' (ARPA)/Radar : 2 (X()/Band) , Raytheon


*: +,- CO2./"#01 A234�5，/789:;"#

���	
<=>? SOLAS/LSA@A�BCDEF。

Remarks: 1 x Fixed Fire-Fighting System (CO2) to Machinery Space of

Cat A, Fire Detection and Alarm System and Fire Fighting Equipment

are in accordance with SOLAS/ FFS Code & Flag State Requirements.

AIS : 1, FURUNO, FA-150

9HI Echo Sounder : 1, FURUNO, FE-700

JKLMI Speed Log : 1, Thomas Walker

NO3P Deck Equipment QRQKI Anemometer : 2, Gill Wind, Observer 2

S?-T3

Combined Windlass

:�U-

Electro Hyd. Sys.
VWXY:;"# BNWAS : 1, MARTEK

ZT3/Windlass : 6.6T @ 14 m/min, ECS�[\] : 1, HM-5817

"^_`/Mooring Drum :10T @ 10 m/min，Ø96mm x 100m GMDSS（A3\a） : 1, Raytheon/STR2000

ZbT�cd3

Anchor Handling

and Towing Winch

: efg，�U- Ch Inmarsat C : 1 FELCOM 18 / 1 FELCOM 15

Double drum, Electro Hyd. Sys. Ji;jklI NAVTEX : 1, FURUNO, NX-700

: cd/ Towing wire

Ø 58 mm x 1000 m
VHF : 1, ICOM, IC-M302

: Tmd/Anchor handling wire

Ø 58 mm x 250 m
FBh Fleet Broadband : 1, SAILOR

: 150T@6 m/min nopq"# PA System : 1, Stentofon, VMA-120

: 250Tr�s/ Brake Holding Force tu�v"# ICS : 1, Vingtor/Steenhans CTB-10

wd_` Storage Drum : Ø 58 mm x 1000m xs�y Sound Power Phone : 1, Vingtor VSP

cdz{ Towing Pin : 2×SWL 160T 8|} Search Light : 2×2000 W, IMAX

~�� KarmFork : 2×SWL 300T ��� Capacity

�fg Stern Roller : 4.2 m x Ø 1.8 m, SWL 400 T
��/ ���/ ����

F.W./W.B/D.W.T

276.9m3

_d3 Tugger Winch : 2 x 10 T�U-/ Electro. Hyd. Sys. ��� F.W.Tanks 352.2m3

z-_� Capstan : 2 x 5 T �U-/ Electro. Hyd. Sys. � �� Bulk Tanks 141.7m3

����� �

Reefer Point

: 3 x 16A, 415V/3Ph/50Hz ��� F.O.Tanks 523.3m3

2 x 32A, 230V/1Ph/50Hz ���� Lube Oil Tanks 11.0m3

1 x 38A, 230V/1Ph/50Hz U��� Hydraulic Oil Tanks 11.8m3

T^"# Anchor Mooring System
�����

Sewage Holding Tanks

9.6m3

T�/Anchor Type : �%T/Stockless Bower Anchor ��� Dirty Oil Tank 17.8m3

T�/Anchor Weight : 2 x 1590 kg ��� Foam Tank 11.2m3

T�/Anchor Chains : 2 x 10 �/Shackles, Ø 36 mm � !� Dispersant Tank 11.2m3

��	
 Other Equipment ��/ ¡¢ Brine/Mud Tanks 264.8m3

� �"#£�3

Air Compressor

: 2 x 1188 m3/h @ 0.56Mpa
¤¥�¦§ Discharge P.P.

� �"#�¨3

Air Dryer

: 2 x 1800 m3/h @ 0.56Mpa
��（�©）Fuel Oil (Cargo) : 1 x 100m3/hr @ 75 m head

���ª4

Oily-water Separator

: 1 x 1m3/hr
��� (�©)Drilling Water : 1 x 100m3/hr @ 75 m head

�������=

Sewage Treatment

: 1 «(28¬)/1 unit（28 men）
U ¡/�� Liquid Mud/ Brine : 2 x 60 m3/hr @ 75 m head
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